
 

 ASI TECH SUPPORT | Website: ASIsupport.com | Email: ASIservice@ASIsupport.com | Phone: 303.407.6072 
 ASI ONLINE PARTS | Website:  ASI.parts 

ASI TECHNICAL GUIDELINE FOR 95-0332 
65-0206 | Rev B1 | 05/19/23 | Page 1 of 5 
 
PURPOSE 
This guideline demonstrates how to replace the amalgam separator cartridge in an ASI delivery system. 

 The American Dental Association Best Management Practices recommends that all amalgam waste be recycled. Contact your 
local environmental specialist prior to disposal of the used cartridge. 

 
PARTS INCLUDED 

• ISO 11143:2008 Compliant Replacement Amalgam 
Separator Cartridge Assembly 

TOOLS REQUIRED 
• Crescent wrench 

 
IMPORTANT! 

Before commencing on the following instructions, please read and follow all  
applicable warnings/cautions listed at the end of this technical guideline. 

 
INSTRUCTIONS 
1 Purge system completely. 

2 Remove the short external purge hose from the cartridge “in flow” brass fitting by pressing the orange ring 
while pulling out the straight connector. (Fig. 1) 

3 Remove the brass fitting from the cartridge “in flow” port. (Fig. 2) 

 

 
Fig. 1 

 
Fig. 2 
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4 Using one white fitting with black plug, install fitting into cartridge “in flow” port. (Fig. 3) 

5 Attach brass fitting from original cartridge, into the “in flow” port of the replacement cartridge. Install short 
external purge hose into brass fitting. (Fig. 4) 

 

 
Fig. 3 

 
Fig. 4 

6 Remove the long external purge hose from the 
cartridge “out flow” brass fitting by pressing the orange 
ring while pulling out the angled connector. (Fig. 5) 

 
Fig. 5 
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7 Remove the brass fitting from the cartridge “out flow” port. (Fig. 6) 

8 Using the second white fitting with black plug, install fitting into cartridge “out flow” port. (Fig. 7) 

 

 
Fig. 6 

 
Fig. 7 

9 Attach brass fitting from original cartridge, into the “out 
flow” port of the replacement cartridge. Install long 
external purge hose into brass fitting. (Fig. 8) 

 
Fig 8 
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10 Original cartridge will lift off the back of the cart. Slide replacement cartridge into place on the back of the cart. 
(Fig. 9, Fig. 10) 

 

 
Fig. 9  

Fig. 10 
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WARNINGS/CAUTIONS 
In addition to observing the normal precautions associated with standard dental practices and procedures, the 
following additional precautions should be strictly noted and observed during the set-up, operation, and 
maintenance of this system. 
 

⚠ ⚠ WARNING ⚠ AVERTISSEMENT 
QUALIFIED PERSONNEL ONLY 
The product should only be operated by qualified personnel only. 
The operator bears responsibility for the correct settings and proper 
use of the system. ASI Dental (ASI) cannot be held liable for any 
malfunction of this product, or performance failure and/or its 
designed or desired utility, nor can ASI be held liable for injuries to 
persons or animals, in any case when the device is misused or not 
operated, applied or maintained in strict accordance with 
user/owner instructions set out in the operation manual. In the event 
of any doubt or question, the user is to contact ASI for clarification or 
assistance. 
 
Improperly maintained or operated systems or instruments may void 
the associated warranties. 

PERSONNEL QUALIFIÉ UNIQUEMENT 
Le produit ne doit être utilisé que par du personnel qualifié. L'exploitant 
est responsable des réglages corrects et de l'utilisation correcte du 
système. ASI Dental (ASI) ne peut être tenu responsable de tout 
dysfonctionnement de ce produit, ou d'une défaillance de performance 
et/ou de son utilité conçue ou souhaitée, et ASI ne peut être tenu 
responsable des blessures aux personnes ou aux animaux, en tout cas 
lorsque l'appareil est mal utilisé ou pas utilisé, appliqué ou entretenu en 
stricte conformité avec les instructions de l'utilisateur/propriétaire 
énoncées dans le manuel d'utilisation. En cas de doute ou de question, 
l'utilisateur doit contacter ASI pour obtenir des éclaircissements ou de 
l'aide. 
 
Des systèmes ou instruments mal entretenus ou mal exploités peuvent 
annuler les garanties associées. 

 

⚠ ⚠ WARNING ⚠ AVERTISSEMENT 
PRESENCE OF HEAVY METALS/AMALGAM 
This system may be equipped with optional suction instruments. As 
part of dental procedures, particles of amalgam may be suctioned 
into the dental suction handpieces and collected within the system 
and trap filter. 

PRÉSENCE DE MÉTAUX LOURDS/AMALGAME 
Ce système peut être équipé d'instruments d'aspiration en option. Dans le 
cadre de procédures dentaires, des particules d'amalgame peuvent être 
aspirées dans les pièces à main d'aspiration dentaire et collectées dans le 
système et le filtre piège. 

 

⚠ ⚠ WARNING ⚠ AVERTISSEMENT 
INFECTIOUS MATERIALS 
Infectious disease workplace safety protocols to safeguard against 
cross contamination of infectious disease should always observed. 
When maintaining the suction system or emptying the contents of 
the suction waste container, safe precautions and practices including 
the wearing of face mask, eye protection and gloves are to be 
followed. 

MATIERES INFECTIEUSES 
Les protocoles de sécurité sur le lieu de travail contre les maladies 
infectieuses pour se prémunir contre la contamination croisée des 
maladies infectieuses doivent toujours être observés. Lors de l'entretien 
du système d'aspiration ou de la vidange du contenu du conteneur de 
déchets d'aspiration, des précautions et des pratiques de sécurité, 
notamment le port d'un masque facial, d'une protection oculaire et de 
gants, doivent être suivies. 

 

⚠ ⚠ CAUTION ⚠ MISE EN GARDE 
CAUSTIC OR CORROSIVE CHEMICALS 
The irrigation system may contain chemicals that are caustic or 
corrosive. Always verify with the operator of the system to determine 
which chemicals they are using within the system. Always follow 
workplace safety protocols when doing maintenance or service of 
the system including the wearing of face mask, eye protection and 
gloves for proper protection of exposed skin, breathing and eyes. 

PRODUITS CHIMIQUES CAUSTIQUES OU CORROSIFS 
Le système d'irrigation peut contenir des produits chimiques caustiques 
ou corrosifs. Vérifiez toujours auprès de l'opérateur du système pour 
déterminer quels produits chimiques ils utilisent dans le système. Suivez 
toujours les protocoles de sécurité sur le lieu de travail lors de la 
maintenance ou de l'entretien du système, y compris le port d'un masque 
facial, d'une protection oculaire et de gants pour une protection adéquate 
de la peau, de la respiration et des yeux exposés. 
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